
2019

I/O

C-24/40(A)/64 1981/6 24/40/64 200 1984/10

20/28/40/64 1982/6 128 1990/10

6 1984/3 128 1,970 1989/10

E-20/28/40/64 1986/6 128 1,970 2008/3

EM EM/EM- 1986/10 320 3,997 2008/3

EB EB-20/28/40/64 1990/2 144 1998/9

EC EC-20/28/40/60HT 1996/6 60 2K 1996/11

ECL ECL-20/40/60 1996/6 60 2K 2006/6

EC2 EC2-20/28/40/60HR 1997/7 60 2K 2008/3

HSC HSC100/500 1976/11 1,024 16 1982/4

N-1000/2000/5000 1978/7 144 1984/9

N-6000/7000 1980/6 1280 56 1985/9

A-250 1980/8 256 1988/5

S32/63S2 1979/5 63 ×2 (4 ) 1984/4

P-120 1981/8 128 1984/4

P-250/1000 1981/8 1,024 1988/6

P-2000H(2) 1982/11 2,048 32 1992/12

P-250E/500E 1983/5 512 16 1993/10

H-20/28/40/64 1991/11 128 7.6K 2001/09

H-100M 1988/6 160 2K 1990/7

H-200/250/252B/252C 1990/7 928 15.7K 2008/3

HB-700 1988/6 280 15.7K 1992/12

I/O(RIO 1994/9 2000/12

H-300/700/2000 1987/6 4,096 48.5K 2001/09

H-302/702/1002/2002/4010 1992/1 4,096 48.5K

[CPU ] 2017/03 2024/03

I/O ]

EH-150/EHV EH-150 1998/2 3,520 48.5K
CPU

[CPU ] 2019/03 2026/03

[I/O ]

EHV 2006/2 4,224 128K

EHV+ 2012/5 4,224 1,024KB

EHW 2011/11 4,224 1,024KB -

HX HX 2016/4 4,224 16MB

MICRO-EH/ MICRO-EH 2000/03 320 16K

] 2019/03 2026/03

]

MICRO-EHV MICRO-EHV 2012/9 320 16K

MICRO-EHV+ 2014/3 320 1,024KB

GPC-01H/GPCL-01H 1987/6 1993/10

GM4000/4000E 1988/4 2048 196kB 2003/9

GP3000 2007/6 2015/5

GP4000 2015/4


